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DURALUMIN ~ DEFECTS AND FAILURES.*

By Lieut. Comdr. Wm. Nelson (CC), U.S.N.

One of the advantages of metal over wood as an aircraft
material is the uniformity of the metal. There are no shakes,
checks, knots, spiral grain, etc., in metal; and, as a conse-
quence, aircraft builders more or less looked forward to the
use of duralumin with relief. That their hopes were not en-
tirely confirmed at first resulted from the innherent property
of duralumin of having more apparent defects than real ones
and from the novelties in the features of the metal. Experi-
ence with this aluminum alloy since its introduction to air
craft has tended to set the housc in order though, so that at
the present time the advantage mentioned is recognized as a
factor of importance.

It is proposed in this paper to identify some of the de-
fects and failurec in duralumin most frequently encountered
by the alrcraft industry with a view to indicate their impor-
tance. HNumerous cases have been called to the writer's atten—
tion where the defects have been superficial, whereas, on the
other hand, casual inspection has revealed material not fitted

for use as structural members in aircraft. To distinguish one

*From "Aviation," August 29, 1937.
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from the other is not always guite as simple as 1t seems.

The defects and failures in duralumin may be classified
into the following groups:

a) Defetcts produced during manufacture of the raw material.

b) Defects produced during fabrication of the material into
parts.

c) Corrdsion and erosion.

d) Fatigue failures.

Only the first two will be covered in this article since each
of the others is far too important to ve ziven other than de-
tailed attention.

The methods of manufacturing duralumin have been so stand-
ardized and so rigidly supervised by the producers of this met-
al that abnormal defects thefein are exceptional. Extraordi-
nary efforts by the oroducers in research and in investigations
have been reflected in the material produced so that at the
presenf time the causes ©of .most of the defects occurring are
known, and dorreotivé measures are instituted before the mater-
ial is distributed. However, duralumin is not all that aircraft
designers and constructors would like it to be, nor is the prod-
uct always to be clasgified as good, for in gpite of uniform
production and hich grade inspection the consuner is sometimes
required to make decisions regarding "run of the mill" material.

As is known, duralumin is available in rolled, wrought or

extruded form, and in various conditions of thermal treatment.
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The rolled duralumin usually leaves the mill with a planished

surface, such a surface being produced by the rolling operations.
The wrought and extruded forms do not as a rule have the plan-
ished appearance, being duller and presenting some evidence of
tool action.

Perhaps one of the most widely discussed points regarding
duralumin sheet is the question of natural coloring. This mater-—
ial varies in 1its surface avpearance from a clean silvery gray
to a dirty gray with all colors of the rainbow superimposed.
The clean silvery gray resembles a machined pilece in color
whereas the dirty gray can be described as dirt rubbed into the
metal. When looked at from an angle hues can sometimes be secn
on the planished surface varying peculilarly, centering at times
in a s»pot and wandering recklcssly at other times. These hues
have been described as a copper glint. It has been definitely
ascurtained by numerous tensile tests that none of these color-
ings has any bearing on the physical properties of the material
nor is the shade of gray a measure of important factors. There
are, however, cases whére stains on duralumin are accompanied
by imperfections in the surface. These imperfections are usu—
ally the result of contact with some foreign substance after
the material has left the mill. Duralumin so marked should no%t
find its way into aircraft under any circumstances 1if the sur-

face imperfections, other than the color, are abnormal.
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Raw Material Inspections

The imperfections inspécted for on duralumin in the raw
state, aside from mechanical properties are laminations, cracks,
pits, dirt, scratches, buckles, blisters, slivers, roll marks.
Most of these when small have little effect on the physical
properties of the material, but are not desirable for other rea-
‘sons, indicating as they do more serious hidden deficlencies
discernible only by the use of a microscope or the X-ray.

Laminations occurring in a part of a sheet or shape have
been more frequent in the past than is the case now. Faulty
rolling of sheets resulted in a condition where the finished
sheet could be geparated for a considerable area into two thick-—
nesses with no bond between the two. Fortunately this defect
occurs in the edge where 1t is readily discovered in inspectionsy
but there are cases where the sheets have fitted together so
well that laminations were not found until the pressing opera-
tion had been completed. Laminations have also been found in
tubes, being due to metal in the extrusion block carrying over
to the next following extrusion.‘ It seems unnecessary to state
that laminated duralumim is not suitable material for aircraft
use.

Cracks in sheets and other rolled shapes are due to the
temper of the material or to pulling of the rolls. Cracks in

the bends of rolled shapes may be due to the thickness radius
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of curvature ration being beyond the capaéity of the material.
Cracks in extruded shapes are usually found at the ends and

hré caused by the use of more of an ingot than is warranted-
dhattering of the die or an imperfection in the dle used for ex-
trusion causes a series of cracks readily discernible in the fin-
ished product. Although these defects are not a&missible in |
duralumin in gencral, cracks in tubing should be culled from
aircraft material with exactitude. Pits and inclusions can be
seen with little difficulty in an otherwise clear duralumin
sheet. It is practically impossible to avoid some pits and in-
clusions in rolled duralumin. Dirt, due to dross or foreign
substances picked up by the rolls subsequently rolled into the
metal, will appear from time to time and unless the amount is
unusual no dire results need be expected. Corrosion does not
localize in t?ese pits nor at the inclusion unless it happens

to be foreiéyjnetal, in which case the corrosion of the duralu-
min may or may not be hastened. As a rule pits and inclusions
are not cauce for rejection unless the quantity or fréquenoy
warrants such action.

Scratches come through handling of the material. They are
not deep enough as a rule to do other than mar the surface, but
they have a bearing on corrosion and fatigue failure. Corrosion
will concentrate along a scratch if the piece of duralumin is
exposed, so it is to the advantage of builders to avoid whenever

practicable all scratching in duralumin. Manufacturers of
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aluminum alloys now go to great length to reduce mechanical
abrasion caused by carelessness in handling; and it is well if

storckeepers take equal care to retain the planished surface.
Buckles Appear in Sheet Stock

Buckles appear in sheet stock in quenching after heat
treating. These buckles are wiped out by the strengthening
roll which i1s the last mill operation prior to packing. Buck-
les in plates involve difficulties in fabricating parts there-
Trom aside from the effect on appearances.

Slivers may make their appearance as entrained dross,
rolled in flakes of metal, or as a thin shell on the sheet or
rod. Dross carried over to the rolling operation is drawn out
in the direction of rolling and adhered rather firmly to the
sheet. The same is true of rolled in flakes of aluminum or
duralumin which might be picked up by the rolls. Exfoliation
of the ingot on account of the working of the die results in a
sliver. Material left in the chamber of an extrusion press by
a previous ingot makes its appearance on the extruded shape as
a sliver or a thin shell. All types of slivers reduce the value
of the product for general use and in case they are extensive
no part of the sheet or shape is acceptable. The complete eradi-
cation of slivers by brushing or grinding requires the removal
af considerable material resulting in a rather diminished dimen-

sion for the part affected.
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It is believed that blisters should be segregated into two
groups; those resulting from normal heat treatment and thosé
resulting from overheating the metal. Blisters on duralumin in
the first classification have no effect on the mechanicel prop-
erties of the material. hese blisters are small and not fre-
quest. Blisters that mqke thelr appearance on overheated mate-
rial are a certain indication of changes in the constituents

and inferior physical properties accompany such burned metal.
Occluded Gas Forms Blisters

In the course of the manufacture of duralumin it can hordly
be expected that all occluded gas in the ingot is driven out.
Naturnlly then, a certain vortion of that gas will find its way
to the surface or near the surface in a sheet or shape. Upon
heating the duralumin for heat treatment this gas will tend to
expand cnd in cases form blisters. Heat treating the metal at
510°C will bring them out and it is only by subsequent rolling
that the smoothness of the sheet is restored. It is an opinion
that sheets displaying o tendency to blister can be culled first
prior to the final rolling. Samples of badly blistered sheet
have Dbeen subjected to induced corrosion ond the indications
are that no concentration of corrosion at the blisters is ef-
fected,

On the other hand, if duraluﬁin is heated to a temperature

near 540°C, there is apparently a change in the constitution
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of the constituents indicating very strongly the beginning of
the melting. - This change according to the theory expressed
may be accompanied by the formation of melting blisters which
-in themselves may not be harmful, but they do point out changed
physical properties. The usual result of overheating is a per-
ceptible drop in the elongation.,

It is not practicable to distinguish between the two kinds
of blisters by a visual inspection, so in case an abnormal
amount of blistering is occurring it is best to suspect the tem-
perature of heat treatment and if that 1s correct it 1is a matter
for the wmakers of the raw material. It is not to the best int-
erests of duralumin to lower the heat treating temperature to

reduce blistering effect.
Roll Iliarks Destroy Uniformity

Roll marks are depressions in the direction of rolling
that may or wmay not be accompanied by transverse scratches.
These roll marks destroy the continuity and uniformity of the
part and should not be unusual in amount. They are caused by
improper design of rolls or by defects in the roll surfaces.

Tool marks and scratches in duralumir come primarily from
the methods of fabricatiom used.  Careful handling and workman-
ship will avoid an excess of bothe |

Coiled sheet is sometimes received With a line of imper-
fections down the center. These imperfections resemble corro-

sion pits and are due to the method of heat treating such dural-
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~umin coils. The coiled sheets are readily heat treated in the

salt bath by having an aluminum wire separate the various layers
of the coil. Tﬁis aluminum wire apparently causes more or less
pitting of the sheet while it is in the bath. Improved methods
have obviated this defect.

Rivets are manufactured from both drawn and extruded wire.

In certain cases one suits where the other does not. The most

common defect in the manufactured rivet as received is cracking

the head. Where cracked heads are few and far between it is
nearly an impossibility to avoid getting some into the finished
aircraft, for as a rule the cracks are so fine that the great-
est care is necessary to be sure there is a defect. In practi-
cally all rivets as :they are now made there is a small area in
the center of the head which is rough. This rough spot may or
may not e a source of trouble; but 1t has been noted in induced
corrosion tests that this point is usually more active than the
other parts of the rivet. It is desirable for the rivet manu-
facturers to correct as is the question of cracked rivet heads.
The most common serious defect in duralumin beling fabri-
cated into parts is a crack. These cracks are primarily due
to stressing the material by working it too long, too cold, or
too hard. They are frequent on parts drawn or pressed or. shaped
and extended in size from very minute cracks to complete parting
of the material. Sheet bent on a very small radius in propor-

tion to the thickness of the material will tend to crack inside
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and outside. The size of the cracks or thelr frequency deter—

mines whether or not the material can be used for the purpose

intended. In some rarc cases the constitution of the material
is responsible for the cracks but in most cases it is due to
the design or to the shop process. Sheets usually show cracks.
if at all at sharp bends. Forgings may show.craoks at sharp
bends or in any part that has been worked too cold. Metal pro-
pellers should be inspected with a magnifying glass to be as-
sured that no cracks exist. Etching duralumin in a caustic
soda solution will tend to make cracks more avparent and is a
procedure resorted to for inspection purposes in forgings.

Scratches, buckles, blisters and tool marks in duralumnin
are other defects that occur in the fabrication of parts.
Scratches and tool marks are largely avoidable by proper care
in handling. No particular advantage accruss to rubbing out

these defects with emery cloth or steel wool.
Buckles Can Be Prevented

Buckles can be prevented if desired by quenching the part
in an air blast instead of water or oil. Buckles will be the
most severe in the casc of most rapid cooling which in practice
is by quenching in cold water. The working out of buckles
within @ short time after the heat treating operation is a com—
mon practice and is not known to be injurious to the material.

Some method of stretching the sheet into place on aircraft sur-
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the treating operation.

Proper Heat Treating Essential

When the aircraft designer specifies duralumin for a part
it ig done with a view to having material that comes up to
certain physical or mechanical wvalues. It 1s therefore incume
bent on those working to that design to produce the final
piece with all operations leading toward that ultimate. Per-
haps the easiest place to make errcors that will alter the de-
sired results materially is in not having properly heat-treated
duralumin in the final assembly. Annealed and cold-worked
duralumin will both find their way in as heat—-treated materi-
al unless care is taken by rigid inspection. The simplest
arrangement to check the parts is by means of the scleroscope.
Properly heat-treated and aged duralumin will give a sclero~-
scope hardness of avbout 28 whereas the annealed material will
give a value considerably lower, and cold-worked slightly higher.
To be more certain than the hardness values will indicate,
bend tests should be combined with the hardness determinations.

Duralumin which has been burned in the themtal treatment
is readily discernible %o the eye. Extreme britfleness is a
ndteworthy featire in material which has beén toé hot. There
is no recovery for a burned piece of duralunin. |

In conclusion it can be stated that the amoﬁnt of duralumin

rejected due to defects ond failures is not great compared to
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the quantiéies thrown out in other aircraft material; but
there is continually the possibility that an undesirable piece
will find its way into the finished airplane so it is ess0n~
"tial that due diligence be exercised by those in control of

this feature.
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